ALIMAK HEK - MS Promax
Mast Climbing Work Platform

POWER SUPPLY REQUIREMENTS

Voltage: 208V to 240V, 3 Phase
Frequency: 60 Hz
Breaker Size: 60A Single, 120A Twin
MACHINE SPECIFICATIONS
Platform Speed: 36 ft/min
Maximum Height:
Anchored: 660 ft
Freestanding (Inside): 99 fi !
Freestanding (Outside): 66 ft!
Anchor Distance: 50 ft
Mast Height Above Top Anchor: 20 ft
Standard Extension: 3°-372
Motors (Vertical Travel): 2 x 4.4kW°
Motors (Horizontal Travel): 1x1.7kW?
Control Voltage: 24V
Starting Current: 180A °
Running Current: 35A°
COMPONENT WEIGHTS
Drive Unit: 26621b
4’-11” Deck: 308 1b
4’-11” Fence: 40 Ib
2°-7” Deck: 198 1b
2°-7” Fence: 26 1b
End Fence: 132b
Stairs: 50 1b
Ground Frame: 400 1b
Chassis: 3850 1b
Mast (4°-17): 176 1b

ALIMAK HEK RENTAL GROUP, LLC.
1555 B Rockdale Industrial Boulevard
Conyers, GA. 30012

Toll Free 800-377-4808

Phone 770-482-2200

Fax 770-482-1800
www.alimakhekrentalgroup.com

For Sales Assistance Please Contact:
Kurt Knuth Cell # 404-787-3387
Email: kurt.knuth@alimakhekrentalgroup.com



